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	Information to be included in the Asbestos Removal Control Plan
	Buildings and Structures
	Plant and Equipment
	Friction Products

	
	Friable
	Non-friable
	Friable
	Non-Friable
	

	Identification

	a.
	Details of the ACM to be removed (e.g. the location(s), whether it is friable or non-friable, type, condition and the quantity to be removed). 
	
	
	
	
	

	Preparation

	b.
	Consultation
	
	
	
	
	

	c.
	Assigned responsibilities for the removal
	
	
	
	
	

	d.
	Program of commencement and completion dates 
	
	
	
	
	

	e.
	Emergency plans 
	
	
	
	
	

	f.
	Asbestos removal boundaries, including the type and extent of isolation required and the location of any signs and barriers. 
	
	
	
	
	

	g.
	Control of electrical and lighting installations 
	
	
	
	
	

	h.
	Personal protective equipment (PPE) to be used, including respiratory protective equipment (RPE). 
	
	
	
	
	

	i.
	Details of air monitoring program. 
	
	
	
	
	

	j.
	Waste storage and disposal program 
	
	
	
	
	

	k.
	Safety inspection frequency
	
	
	
	
	

	Removal

	k.
	Methods for removing the ACM (wet or dry methods) 
	
	
	
	
	

	l.
	Asbestos removal equipment (spray equipment, asbestos vacuum cleaners, cutting tools, etc) 
	
	
	
	
	

	m.
	Details on required enclosures including details on their size, shape, structure, etc, smoke testing enclosures and the location of negative pressure exhaust units 
	
	
	
	
	

	n.
	Details on temporary buildings required by the asbestos removalist (e.g. decontamination units) including details on water, lighting and power requirements, negative air pressure exhaust units and the locations of decontamination units 
	
	
	
	
	

	o.
	Other control measures to be used to contain asbestos within the asbestos work area. 
	
	
	
	
	



	Decontamination

	p.
	Detailed procedures for workplace decontamination, the decontamination of tools and equipment, personal decontamination and the decontamination of non-disposable PPE and RPE. 
	
	
	
	
	

	Waste Removal

	q.
		Methods of disposing of asbestos wastes including details on the disposal of: 

	· disposable protective clothing and equipment, and 
· the structure(s) used to enclose the removal area 
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